TOP-FLO® Butterfly Valves

TOP-FLO® Value
- Ideally suited for the beer and wine industries
- Sizes: 1", 1-1/2", 2", 2-1/2", 3", 4", 6", 8"
- Material: 316L SS
- Seal Material: EPDM
- Connections: clamp only
- 12 position trigger handle
- Manual operation only
- Part numbers listed in short URL

<table>
<thead>
<tr>
<th>Body/Disc Material &amp; End Connections</th>
<th>Valve Size</th>
<th>Seal Material</th>
<th>Manual Handle Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>38501</td>
<td>316L MATERIAL - CLAMP ENDS</td>
<td>10</td>
<td>EP</td>
</tr>
</tbody>
</table>

Part Number Example:
385012EP3M12
316L Material-Clamp Ends, 2", EPDM, 12-Position Plastic/SS Trigger Handle

NOTES:
- Automation is not available for Value Series BFV

TOP-FLO® Standard
- Sizes: 1/2", 1", 1-1/2", 2", 2-1/2", 3", 4", 6", 8"
- Materials: 304 or 316L SS
- Seals available: platinum cured silicone (standard), EPDM or FKM
- Connections: clamp, butt weld and bevel seat (optional)
- Four position spring loaded flat handle
- Optional 13 position SS trigger handle
- Air and electric actuators available
- Variety of controls available
- Part numbers listed in short URL

<table>
<thead>
<tr>
<th>Body/Disc Material &amp; End Connections</th>
<th>Valve Size</th>
<th>Seal Material</th>
<th>Manual Handle Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>32201</td>
<td>304 MATERIAL - CLAMP ENDS</td>
<td>05</td>
<td>S</td>
</tr>
<tr>
<td>35128</td>
<td>304 MATERIAL - WELD ENDS</td>
<td>07</td>
<td>E</td>
</tr>
<tr>
<td>38201</td>
<td>316L MATERIAL - CLAMP ENDS</td>
<td>10</td>
<td>V</td>
</tr>
</tbody>
</table>

Part Number Example:
9382012SSM9
316L Material-Clamp Ends, 2-1/2", P/C Silicone, 9-Position Lockable Trigger Handle (304SS)

NOTES:
- M9 & M9 S9 POSITION HANDLES ARE FOR SIZES 1" - 4" ONLY
- *S* VALVE ONLY AVAILABLE IN CLAMP ENDS / EPDM SEAL / PH4 HANDLE
- PH4 HANDLE NOT AVAILABLE FOR 6" VALVE

<table>
<thead>
<tr>
<th>Body/Disc Material &amp; End Connections</th>
<th>Series</th>
<th>Valve Size</th>
<th>Seal Material</th>
<th>Automation Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>98</td>
<td>304 MATERIAL - CLAMP ENDS</td>
<td>S</td>
<td>10</td>
<td>PC Silicone</td>
</tr>
<tr>
<td>95</td>
<td>304 MATERIAL - WELD ENDS</td>
<td>15</td>
<td>E</td>
<td>EPDM</td>
</tr>
<tr>
<td>98</td>
<td>316L MATERIAL - CLAMP ENDS</td>
<td>20</td>
<td>V</td>
<td>FKM</td>
</tr>
<tr>
<td>98</td>
<td>316L MATERIAL - WELD ENDS</td>
<td>25</td>
<td>E</td>
<td>EPDM</td>
</tr>
</tbody>
</table>

Part Number Example:
9395012SSM8
304 Material-Weld Ends, Series, 3", EPDM, TA Series Spring Return - 60 PSI Air Supply

NOTES:
- ACTUATOR OPTION CODES C1 & C2 ARE FOR VALVE SIZES 1" - 4" ONLY

Premium – Definox
- Sizes - 1", 1-1/2", 2", 2-1/2", 3", 4", 6"
- Material: 304 and 316L SS
- Seal Material: 1"-2" HNBR, EPDM, or FKM
- 2-1/2"-6" Silicone, EPDM, or FKM
- Connections: clamp or butt weld
- Four position spring loaded flat handle
- Nine position trigger handle
- 2-pc or between flanges available
- Air and electric actuators available
- Flanged ends available
For part numbers consult factory

topln.co/butterfly